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COUNCIL BILL NO.  2016- GENERAL ORDINANCE NO. 

AN ORDINANCE 

AMENDING  Chapter 36 of the Springfield City Code, known as the Land 1 
Development Code, Article IX, Mechanical Code, Division 2 – Deletions, 2 
Modifications, Amendments, and Additions to the Mechanical Code, 3 
Section 36-632 by amending certain subsections and enacting new 4 
subsections related to the same subject. 5 

________________________________ 6 
7 

BE IT ORDAINED BY THE COUNCIL OF THE CITY OF SPRINGFIELD, 8 
MISSOURI, as follows, that: 9 

10 
Section 1 – Chapter 36 of the Springfield City Code, known as the Land 11 

Development Code, Article IX, Mechanical Code, Division 2 – Deletions, Modifications, 12 
Amendments, and Additions to the Mechanical Code, Section 36-632 is hereby 13 
amended as follows: 14 

15 
Note:  Underlined language is to be added.  Stricken language is to be removed. 16 

17 
Sec. 36-632. - Deletions, modifications, amendments, and additions to the mechanical 18 
code. 19 

20 
The 2012 International Mechanical Code, as adopted, is hereby amended and 21 

changed as follows: 22 
23 

***** 24 
25 

(e) Amend Section 307, Condensate disposal, subsection 307.2.1, 26 
Condensate disposal, to read as follows: 27 

28 
307.2.1 Condensate disposal. Condensate from all cooling coils and evaporators 29 
shall be conveyed from the drain pan outlet to an approved place of disposal. 30 
Such piping shall maintain a minimum horizontal slope in the direction of 31 
discharge of not less than one-eighth unit vertical in 12 units horizontal (1-32 
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percent slope). Condensate shall not discharge into a street, alley, crawl space 33 
or other areas so as to cause a nuisance. 34 

35 
(f) Amend Section 307, Condensate Disposal, by adding a new subsection, 36 
307.2.5, Drain line maintenance, and a new subsection 307.3 Condensate 37 
Pumps, as follows: 38 

39 
307.2.5 Drain Line Maintenance.  Condensate drain lines shall be configured to 40 
permit the clearing of blockages and performance of maintenance without 41 
requiring the drain line to be cut. 42 

43 
307.3 Condensate pumps.  Condensate pumps located in uninhabited spaces, 44 
such as attics and crawl spaces, shall be connected to the appliance or 45 
equipment served such that when the pump fails, the appliance or equipment will 46 
be prevented from operating.  Pumps shall be installed in accordance with the 47 
manufacturers’ instructions. 48 

49 
(fg) Amend Section 502, Required systems, subsection 502.14, Motor 50 
vehicle operation, by adding the following exception: 51 

52 
Exception: If it can be shown, subject to the approval of the authority having 53 
jurisdiction, that the area of motor vehicle operation in an existing building was 54 
previously used as a motor vehicle operation area, a properly listed and labeled 55 
exhaust hose not greater than eight (8) feet in length may be used, provided it is 56 
connected to the vehicle while in operation and securely attached to a permanent 57 
opening through the exterior surface of the building. 58 

59 
(h) Amend Section 504, Clothes Dryer Exhaust, by adding a new subsection, 60 
504.4.1 Dryer exhaust duct power ventilators, and a new subsection, 504.4.2 61 
Dryer exhaust duct power ventilator length as follows: 62 

63 
504.4.1 Dryer exhaust duct power ventilators.  Domestic dryer exhaust duct 64 
power ventilators shall be listed and labeled to UL705 for use in dryer exhaust 65 
duct systems.  The dryer exhaust duct power ventilator shall be installed in 66 
accordance with the manufacturers’ instructions. 67 

68 
504.4.2  Dryer exhaust duct power ventilator length.  The maximum length of the 69 
exhaust duct shall be determined by the dryer exhaust duct power ventilator 70 
manufacturers’ installation instructions. 71 

72 
(i) Amend Section 504, Clothes Dryer Exhaust, Subsection 504.6.5  Length 73 
identification, as follows: 74 

75 
504.6.5  Length identification.  Where the exhaust duct equivalent length 76 
exceeds 35 feet (10 668 mm), the equivalent length of the exhaust duct shall be 77 
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identified on a permanent label or tag.  The label or tag shall be located within 6 78 
feet (1829 mm) of the exhaust duct connection. 79 
 80 
(j) Amend Section 506,  Commercial Kitchen Hood Ventilation System Ducts 81 
and Exhaust Equipment, Subsection 506.3.2.5 Grease duct test, as follows. 82 
 83 
506.3.2.5  Grease duct test.  Prior to use or concealment of any portion of the 84 
grease duct system, a leakage test shall be performed.  Ducts shall be 85 
considered to be concealed where installed in shafts or covered coatings or 86 
wraps that prevent the ductwork from being inspected on all sides.  The permit 87 
holder shall be responsible to provide the necessary equipment and perform the 88 
grease duct leakage test.  The grease duct shall be tested by drawing a vacuum 89 
on or pressurizing the installed, in place, grease duct to a minimum of 4 inches 90 
water column (995 pa, 0.144 psi).  The test shall be witnessed by an authorized 91 
inspector.  The grease duct will pass inspection if the pressure or vacuum 92 
applied holds for 15 minutes with zero leakage.  The measurement range of the 93 
test gauge or manometer used shall be from 0 to no more than 10 inches WC.   94 
 95 
(k) Amend Section 506, Commercial Kitchen Hood Ventilation System Ducts 96 
and Exhaust, Subsection 506.3.8  Grease duct cleanouts and openings, Item 2, 97 
as follows:  98 
 99 
2.  Sections of grease ducts that are inaccessible from the hood or discharge 100 
openings shall be provided with cleanout openings spaced not more than 20 feet 101 
(6096 mm) apart and not more than 10 feet (3048 mm) from changes in direction 102 
greater than 45 degrees (0.79 rad). 103 
 104 
 105 
(gl) Amend Section 507, Commercial kitchen hoods, subsection 507.2.3, 106 
Domestic cooking appliances used for commercial purposes, by adding the 107 
following exception: 108 
 109 
Exception: A domestic cooking appliance found in a use group other than Use 110 
Group A2 and used for the purpose of only warming precooked foods (such as 111 
office break room, day care centers, churches, culinary classrooms in schools, 112 
colleges, and universities) shall be provided with a Type II hood or a domestic 113 
range hood. The hood shall be the same width as the appliance and shall be 114 
exhausted to the exterior of the building. 115 

 116 
Section 2 – Savings Clause.  Nothing in this ordinance shall be construed to 117 

affect any suit or proceeding now pending in any court or any rights acquired or liability 118 
incurred nor any cause or causes of action accrued or existing, under any act or 119 
ordinance repealed hereby, or shall any right or remedy of any character be lost, 120 
impaired, or affected by this ordinance. 121 

 122 

3 of 5



Section 3 – Severability Clause.  If any section, subsection, sentence, clause, or 123 
phrase of this ordinance is for any reason held to be invalid, such decision shall not 124 
affect the validity of the remaining portions of this ordinance.  The Council hereby 125 
declares that it would have adopted the ordinance and each section, subsection, 126 
sentence, clause, or phrase thereof, irrespective of the fact that any one or more 127 
sections, subsections, sentences, clauses, or phrases be declared invalid. 128 

129 
Section 4 – This ordinance shall be in full force and effect from and after 130 

February 1, 2016 131 
 132 
Passed at meeting: 133 

134 
135 
136 

Mayor 137 
 138 
Attest:  , Assistant City Clerk 139 

140 
 141 
Filed as Ordinance: 142 

143 
 144 
Approved as to form: , Assistant City Attorney 145 

146 
 147 
Approved for Council Action: , City Manager 148 
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EXPLANATION TO COUNCIL BILL NO. 2016-

FILED:  01-05-16 

ORIGINATING DEPARTMENT:  BUILDING DEVELOPMENT SERVICES 

PURPOSE:  To amend and add certain sections of Chapter 36 of the Springfield City 
Code, known as the Land Development Code, Article IX, Mechanical Code, Division 2 – 
Deletions, Modifications, Amendments, and Additions to the Mechanical Code, Section 
36-632 by amending certain subsections and enacting new subsections related to the 
same subject. 

BACKGROUND AND REMARKS:  With the adoption of the 2012 International 
Mechanical Code, staff and the development community determined that it would be in 
the best interest of the community to change from a 3 year cycle on new code adoption 
to a 6 year cycle.  The international codes are revised and published every 3 years.  It 
was also agreed that the “off year publication” (2015 edition) would be reviewed for 
possible amendments to the 2012 edition currently adopted by the City of Springfield.  
The proposed amendments are based on a review of the 2015 edition.  The proposed 
amendments provide improved language and design provisions that will benefit citizens 
and the development community. 

The proposed amendments were placed on the City website for review by the members 
of the Home Builders Association, Springfield Contractors Association, Missouri Society 
of Professional Engineers, the local chapter of the American Institute of Architects, and 
the Development Issues Input Group. The City has received no objections to the 
proposed amendments. 

Submitted by: Approved by: 

___________________________ _________________________ 
Building Development Services  City Manager 
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